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WINRKELMANN

Elektromotoren

Type code

Motor type

d- — flame proofed in ignition protection category ,d” flameproof enclosure
GN — Direct current shunt
GR — Direct current series
GNR  — Direct current compound
GNReg — Direct current shunt with additional light series winding
(Series portion about 7 %)

GP — Direct current permanent magnet
D — 3- phase asynchronous
DS — 3- phase synchronous

Motor specification

F — Flange

Z — closed version IP 44 - IP 68
| — radial separate internal cooling IP21-1IP 23
A — axial separate internal cooling IP21-1P 23
O — axial separate surface cooling IP 44 - 1P 55
E — axial self surface cooling IP 44 - IP 55

Explanation of the type code

Motor type d- G N R F Z O 1315/ 4
Flameproof enclosure
Direct current
Shunt
Series
Motor specification
Flange
closed version
axial
separate surface cooling
Winkelmann Elektromotoren GmbH & Co. KG &’ +49 (0)581 882-0 Kommanditgesellschaft
Im Neuen Felde 88-90 Fax +49 (0)581 882-22 Sitz Uelzen
29525 Uelzen E-Mail: office@w-winkelmann.com Amtsgericht Lineburg, HRA 120222

GERMANY Internet: www.w-winkelmann.com

Engine speed ratio

Marking of frame size
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