WINRKELMANN

Elektromotoren

Dimensional drawing: Frame size 80.10 - 200E

Direct current motors IP 23
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Type A B C CD D E H HD L LD M P
or
80.10 SM 130 | 160
125 | 306 50 74 24 50 80 325 | 458 482
L 165 | 200
90.11 S
165 | 200
M 140 | 322 56 79 28 60 90 |377 | 492 515
215 | 250
L
112E. S 418 637 661 |215 |250
M 190 |[418 70 94 38 80 112 |455 | 637 661 |265 |300
L 451 670 694 | 300 | 350
132E. S 435 722 748
M 490 777 803 | 265 | 300
-/ 1216 89 115 | 48 (110 |132 | 547
L 541 828 854 | 300 |350
LL 580 867 893
160E. S 548 870 903
N 300 | 350
M 254 1608 | 108 | 140 55 |110 |160 |[626 | 930 963
350 |400
L 688 1010 (1043
180E. M 474 1019 (1043 | 350 |400
279 121 |145 | 65 | 140 | 180 | 666
L 564 1109 (1133|400 |450
200E. M 600 1096 (1128 |400 |450
- 1318 132 | 164 70 | 140 | 200 | 726
L 690 1186 (1218 | 500 | 550

This dimension sheet indicates standard dimensions. A detailed drawing is available on request.
Special reuirements concerning electrical and mechanical design can be performed.
You also find these information on the Internet: www.w-winkelmann.com
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