
 
 

Output range: 
 

Direct current motors IP 23 
 
     Type G.. I    : IC 06 

 

Typical output in kW (260V - 440V) 

Type 
1500 

[min-1] 
2000 

[min-1] 
2500 

[min-1] 
3000 

[min-1] 
J 

[kgm2] 

Weight 
 [kg] 

 80.10 SM 

       L 

1,5 

2,4 

2,0 

3,2 

2,5 

4,0 

3,0 

4,8 

0,011 

0,012 

40 

41 

 90.11   S 

 M 

 L 

3,0 

4,0 

5,0 

4,1 

5,7 

6,9 

5,2 

7,1 

9,0 

6,0 

8,0 

10,0 

0,022 

0,026 

0,029 

45 

52 

58 

 112E   SM 

 M 

       L 

9,1 

10,5 

12,4 

11,5 

13,0 

15,5 

15,5 

17,5 

22,0 

17,5 

23,0 

28,0 

0,074 

0,079 

0,086 

110 

118 

128 

 132E.  S 

 M 

 L 

 LL 

14 

18 

24 

30 

18 

30 

37 

44 

26 

-- 

46 

51 

34 

46 

53 

62 

0,170 

0,190 

0,200 

0,220 

175 

196 

212 

230 

 160E.  S 

      M 

     L 

31 

50 

60 

50 

67 

84 

60 

85 

100 

71 

100 

-- 

0,370 

0,420 

0,470 

290 

330 

370 

 180E.  M 

 L 

-- 

102 

101 

123 

108 

120 

120 

-- 

0,750 

0,830 

450 

500 

 200E.  M 

 L 

110 

125 

140 

150 

128 

160 

155 

185 

1,300 

1,400 

650 

700 

 
The indicated powers refer to the operating mode S1 at an ambient temperature up to 40°C and an 
altitude up to 1000 m above sea level with power supply of the motor with direct current up to a DC 
factor of 1,05. 
 
Motor insulation class H, rise F acc. DIN EN 60034. 
 
From motor size 132E deviations of speed and power according to the rotor voltages may occur. 
 
Usual IEC designs are available in compliance with DIN EN 60034 with standardized mounting 
dimensions according EN 50347. Accessories, e.g. tachogenerators, brakes and gear boxes in 
various designs are possible. 

 
 

Other rating speed, power and voltage are available. 
 

We shall welcome your inquiry.           Stand 09.09.2013 


